
MAX-A-SEAL ASPHALT PAINT is a quick drying, high  gloss, bituminous, corrosion 
resistant asphalt paint and offers one coat coverage with full resistance to water, 

acids, alkalis, electrolysis, and natural elements. 

Benefits

� High Solids 70%

� Excellent coverage

• Excellent acid/corrosion protection
� Enviromentally friendly 
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MAXASEAL ASPHALT PAINT

Quick Drying Asphalt PaintQuick Drying Asphalt Paint
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● Above/Below Ground Pipelines and valves
● Expose steel in corrosive enviroments 
● Metal Natural Gas Piping 
● Storage Tanks/Grease Traps 
● Concrete and Concrete Pipe 
● Iron Manhole Covers 
● Steel to be imbedded in Concrete
● Concrete Precast
● Burial Vaults 

Usage

Standards

Packaging

 

● Federal Specification TTC-494 Types I,II, and III,
   AASHTO-M-190 
● Meet the performance requirements for NSF/
   ANSI 61 for Potable Water Structures
● Complies with current federal, state, and local 
    maximum allowable VOC requirements. 

• ASTM C836

• 1 gallon cans (3.8L)
• 5 gallon pails (18.9 L)
• 55 gallon drums (208.2 L)

MAXASEAL ASPHALT PAINT

Competitive Products
Black Dragon Gilsonite Paint 
ConSeal CS 55


